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DETAILED ACTION 

Claim Objections 
1 . Claims 1-23 are objected to because of the following informalities: 

Regarding claim 1, the term "extension headers" in claim lines 5-6 has already 
been defined and should be replaced with --said extension headers- to clarify the claim 
language. The term "upper-layer header" on claim line 7 is singular and should be 
replaced with -upper-layer headers- to improve the clarity of the claim. 

Regarding claim 4, the term "the first extension header" on claim lines 1-2 has 
not been defined and should be replaced with -a first extension header- to improve the 
clarity of the claim language. The term "the group of extension headers" on claim line 2 
should be replaced with -a group of extension headers- to improve the clarity of the 
claim. 

Regarding claim 5, the term "cache entry" on claim line 1 has already been 
defined and should be replaced with -said cache entry-. 

Regarding claim 7, the term "upper-layer header" on claim line 2 is singular and 
should be replaced with -upper-layer headers- to improve the clarity of the claim. The 
term "a cache lookup" on claim lines 2-3 has already been defined and should be 
replaced with -said cache lookup-. 

Regarding claim 14, the term "upper-layer header" on claim lines 1-2 is singular 
and should be replaced with -upper-layer headers- to improve the clarity of the claim. 
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Regarding claim 17, the term "extension headers" in claim line 5 has already 
been defined and should be replaced with -said extension headers- to clarify the claim 
language. The term "upper-layer header" on claim line 6 is singular and should be 
replaced with -upper-layer headers- to improve the clarity of the claim. 

Regarding claim 19, the term "a cache lookup" on claim lines 1-2 has already 
been defined and should be replaced with -said cache lookup-. 

Appropriate correction is required. 

Claim Rejections - 35 USC § 103 

2. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

3. Claims 1-10 and 16-21 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Soirinsuo et al. (US 6,084,855) in view of "A proposal for the Ipv6 
Flow Label" (Conta et al.). 

Regarding claims 1 and 17, Soirinsuo et al. anticipates: 

A method or a system of accessing upper-layer headers in a packet flow (column 7, 
lines 13-16, where L3 headers are accessed), comprising the 



Application/Control Number: 1 0/691 ,51 5 Page 4 

Art Unit: 2145 

steps of: 

a) responsive to a packet header containing extension headers, building a cache key 
and performing a cache lookup for a cache entry (column 7, line 64-column 8, line 14, 
where the packet containing extension headers is processed and the fields cached for 
subsequent packets); and 

b) responsive to finding a corresponding cache entry, reading extension headers using 
the cache entry to arrive at arid read fields in the header (column 7, line 64-column 8, 
line 14, where the cache entry is based on the processing of extension headers, seen 
as reading the extension headers using the cache entry to read fields in the header). 

Soirinsuo et al. does not disclose reading the extension header in parallel or using the 
cache to retrieve upper layer header information. The general concept of reading 
extension headers in parallel and then reading the upper-layer header information is 
well known in the art as illustrated by Conta et al. 

Conta et al. describes a packet classification system where the extension headers are 
read all at once (page 26, section A. 3, where the lengths of the headers and extension 
headers are stored to enable the classifier to skip over the headers all at once, seen as 
a parallel read since they are not processed independently), and then the upper-layer 
header information is read and classified (page 26, section A. 3, where after the header 
length information is used, the classifier can access ports, addresses, and protocol 
information). 
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It would have been obvious to one of ordinary skill in the art at the time of invention to 
modify Soirinsuo et al. with reading extension headers in parallel and retrieving upper- 
layer header information as taught by Conta et al. in order to speed up processing of 
Ipv6 packets by reducing the amount of information to be processed. 

Regarding claims 2 and 18, Soirinsuo et al. and Conta et al. teach all of the limitations 
as described above, with Soirinsuo et al. further teaching: 

The method as defined in claim 1 or the system in claim 17, wherein the packet flow 
comprises IPv6 packets (column 7, lines 64-67). 

Regarding claim 3, Soirinsuo et al. and Conta et al. teach all of the limitations as 
described above, with Soirinsuo et al. teaching: 

The method as defined in claim 2 wherein the cache lookup is performed on 
extension headers and the fields present in the IPv6 header (column 7, line 64-column 
8, lines 14, where the processing is performed using the extension headers and the 
Ipv6 header, and the processing is cached, seen as using the cache lookup on 
extension headers and fields in the Ipv6 header). 

Soirinsuo et al. does not teach using the cache lookup with a table containing lengths of 
the extension headers and then using a tuple based on the fields in the Ipv6 header. 
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The general concept of using a table of lengths of extension headers for classification 
and then using a tuple based on fields in the Ipv6 header is well known in the art as 
illustrated by Conta et al. Conta et al. teaches that a field of extension header lengths is 
used as part of the classification process (page 26, section A.3, where the classification 
process uses the field of extension header lengths, seen as a table, to classify the 
packet). Conta et al. also teaches that the classification can be performed using fields 
in the Ipv6 header such as port, address, and protocol information (page 26, section 
A.3, where the classifier can access the header information). 

It would have been obvious to one of ordinary skill in the art at the time of invention to 
modify Soirinsuo et al. with reading extension header lengths in the classification 
system and retrieving upper-layer header information to be used in the classification 
system as taught by Conta et al. in order to speed up processing of Ipv6 packets by 
reducing the amount of information to be processed. 

Regarding claim 4, Soirinsuo et al. and Conta et al. teach all of the limitations as 
described above, with Soirinsuo et al. teaching that classifications of packets can be 
processed and cached and retrieved with cache lookups (column 8, lines 1-14). 
Soirinsuo et al. does not teach reading the first extension header in the group of 
extension headers while the cache lookup is being performed. The general concept of 
reading a first extension header in a group of extension headers in the process of 
classification (which can be cached as Soirinsuo et al. teaches) is well known in the art 



Application/Control Number: 10/691,515 Page 7 

Art Unit: 2145 

as illustrated by Conta et aL Conta et al. teaches that the header length header is read 
to determine the length of the rest of the extension header (page 26, section A.3, where 
the header length header field is seen as an extension header read first in the group as 
classification is being performed). It would have been obvious to one of ordinary skill in 
the art at the time of invention to modify Soirinsuo et al. with reading extension header 
lengths as the first extension header before the rest of the group in a classification 
system as taught by Conta et al. in order to speed up processing of Ipv6 packets by 
reducing the amount of information to be processed. 

Regarding claim 5, Soirinsuo et al. and Conta et al. teach all of the limitations as 

described above with Soirinsuo et al. further teaching: 

The method as defined in claim 1 wherein if no cache entry is found, 

performing a serial read of the extension headers and caching information on the these 

extension headers for processing subsequent packets in the same flow (column 8, lines 

19-22, where a packet undergoes normal processing if a cache entry is not found, and 

column 7, line 64-column 8, line 14, where cache entries are formed based on 

extension headers). 

Soirinsuo et al. does not teach using the lengths of the extension headers to assist in 
classifying packets. The general concept of using lengths of extension headers to 
process packets is well known in the art as illustrated by Conta et al. Conta et al. uses 
header length information to assist in processing the packet (page 26, section A.3). It 
would have been obvious to one of ordinary skill in the art at the time of invention to 
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modify Soirinsuo et al. with using header lengths as part of the classification as taught 
by Conta et al. in order to speed up processing of Ipv6 packets by reducing the amount 
of information to be processed. 

Regarding claim 6, Soirinsuo et al. and Conta et al. teach all of the limitations as 

described above, with Soirinsuo et al. further teaching: 

The method as defined in claim 1 including the step of detecting packets 

with hop-by-hop and routing extension headers and determining whether options 

processing of those packets is required (column 7, line 61 -column 8, line 6, where the 

router determines what options to process including updating a hop-by-hop option or 

updating the routing header). 

Regarding claim 7, Soirinsuo et al. and Conta et al. teach all of the limitations as 
described above, with Soirinsuo et al. not teaching: 
The method as defined in claim 6 wherein, responsive to a packet not 
containing extension headers, read the upper-layer header without performing a 
cache lookup. The general concept of not performing a cache lookup on packets 
without extension headers is well known in the art as illustrated by Contra et al. Contra 
et al. teaches that classification of packets without extension headers can be performed 
without the need of a cache (page 14, section 5.7.2, where Ipv4 packets are seen as 
not having extension headers, and they are classified without a cache). It would have 
been obvious to one of ordinary skill in the art at the time of invention to modify 
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Soirinsuo et al. with not performing the cache lookup on packets without extension 
headers as taught by Conta et al. in order to increase reliability of the packet 
classification as the packet is processed correctly every time. 

Regarding claim 8, Soirinsuo et al. and Conta et al. teach all of the limitations as 
described above, with Soirinsuo et al. further teaching: 
The method as defined in claim 1 wherein if the extension headers are 
constantly changing resulting in incorrect cached data, the extension headers are 
traversed serially (column 7, line 64-column 8, line 22, where the extension headers are 
processed to create a cache entry, and then the cache entry is used to process 
subsequent packets that are similar to the cache entry, thus, if the cache entry has 
become incorrect, the extension headers must be different, and a new cache will be 
formed, this being seen as reading extension headers serially if the cache data is 
incorrect for the current flow). 

Regarding claims 9 and 10, Soirinsuo et al. and Conta et al. teach all of the limitations 
as described above, with Soirinsuo et al. teaching: 

The method as defined in claim 8 wherein the constantly changing extension 
headers are detected using a manual configuration and 

The method as defined in claim 8 wherein the constantly changing extension headers 
are determined dynamically based on observations of the packet flow (column 7, lines 
61-64, where routers can set up new flow handling states, seen as the ability to detect 
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changing extension headers, since the flow states are based on extension headers as 
seen in column 7, line 64-column 8, line 14, by observing a packet flow or by receiving a 
control protocol option to set up the flow information, seen as manually or dynamically 
setting up a flow handler, or detecting changing extension headers). 

Regarding claim 16, Soirinsuo et aL and Conta et al. teach all of the limitations as 
described above, with Soirinsuo et al. further teaching: 
The method as defined in claim 1 wherein results of classification and lookups 
performed during regular packet processing are cached (column 7, line 64-column 8, 
line 14, where the classification output is cached for subsequent packets to use). 

Regarding claim 19, Soirinsuo et al. and Conta et al. teach all of the limitations as 
described above, with Soirinsuo et al. teaching that classifications of packets can be 
processed and cached and retrieved with cache lookups (column 8, lines 1-14). 
Soirinsuo et al. does not teach reading information from the header for reading the first 
extension header. The general concept of reading a header in the process of 
classification for reading a first extension header (which classification can be cached as 
Soirinsuo et al. teaches) is well known in the art as illustrated by Conta et al. Conta et 
al. teaches that the header length header is read to determine the length of the rest of 
the extension header (page 26, section A.3, where the header length header field is 
seen as an extension header read first, and this information assists the classifier to skip 
over the header's length simultaneously, or in parallel). It would have been obvious to 
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one of ordinary skill in the art at the time of invention to modify Soirinsuo et al. with 
reading extension header lengths as the first extension header in a classification system 
as taught by Conta et al. in order to speed up processing of Ipv6 packets by reducing 
the amount of information to be processed. 

Regarding claim 20, Soirinsuo et al. and Conta et al. teach all of the limitations as 
described above, with Soirinsuo et al. further teaching: 

The system as defined in claim 19 wherein if no cache entry is found, the extension 
headers are traversed serially (column 7, line 64-column 8, line 22, where the extension 
headers are processed to create a cache entry, and then the cache entry is used to 
process subsequent packets that are similar to the cache entry, thus, if the cache entry 
has become incorrect or is not found, the extension headers must be different, and a 
new cache will be formed, this being seen as reading extension headers serially if the 
cache data is incorrect for the current flow). 

Regarding claim 21, Soirinsuo et al. and Conta et al. teach all of the limitations as 
described above, with Soirinsuo et al. further teaching: 

The system as defined in claim 17 including means to specify, in certain situations, that 
cached data should not be used to attempt to accelerate packet processing (column 8, 
lines 15-24, where cached data expires and is not used for accelerated processing of 
packets). 
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4. Claims 11-15 and 22-23 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Soirinsuo et al. (US 6,084,885) and "A proposal for the Ipv6 Flow 
Label" (Conta et al.) as applied to claims 1 and 17 above, and further in view of 
Zenchelsky et al. (US 6,173,364). 

Regarding claim 11, Soirinsuo et al. and Conta et al. teach all of the limitations as 
described above, except for: 

The method as defined in claim 1 wherein if the cached data does not match the packet 
the cache entry is not updated. 

The general concept of not updating a cache entry if the cached data does not match 
the packet is well known in the art as illustrated by Zenchelsky et al. Zenchelsky et al. 
teaches a packet filtering system that uses a cache and each session entry is updated 
only if the session entry is used, and if the session entry is not used, the updating 
process of the session entry is not performed (column 5, line 55-column 6, line 4, where 
updating is seen as version checking and ejecting). It would have been obvious to one 
of ordinary skill in the art at the time of invention to modify Soirinsuo et al. and Conta et 
al. with using updating of cache entries only if the cache matches the packet, or not 
updating the entry if the cache data does not match the packet, as taught by Zenchelsky 
et al. in order to lessen the amount of times a cache is updated as noted in Zenchelsky 
et al.'s disclosure in column 4, lines 30-35. 
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Regarding claims 12 and 13, Soirinsuo et al., Conta et al., and Zenchelsky et al. teach 
all of the limitations as described above, with Soirinsuo et al. and Conta et al. not 
teaching: 

The method as defined in claim 1 1 wherein detection that the cache does not match the 
packet is enabled manually or the method as defined in claim 1 1 wherein detection that 
the cache does not match the packet is enabled based on flow observations. The 
general concept of enabling detection that a cache does not match the packet manually 
or based on flow observations is well known in the art as illustrated by Zenchelsky et al. 
Zenchelsky et al. teaches a cache system for a packet filter that uses flow observations 
to enable the detection that the cache does not match the packet (column 5, lines 53- 
67, where the session entries are searched for a match, and this uses actual packet 
flow to enable the detection that a cache entry does not match the packet). Zenchelsky 
et al. also teaches manual enablement of the detection that a cache does not match the 
packet (column 5, lines 53-67, where even if the cache matches the packet, a change in 
a local rule base can cause an ejection of the cache entry, seen as not matching, and 
the local rule base update is seen as a manual enablement of detection that a cache 
does not match the packet). It would have been obvious to one of ordinary skill in the 
art at the time of invention to modify Soirinsuo et al., Conta et al., and Zenchelsky et al., 
with the further teaching of Zenchelsky et al. in order to lessen the amount of times a 
cache is updated as noted in Zenchelsky et al.'s disclosure in column 4, lines 30-35. 



Application/Control Number: 10/691 ,515 Page 14 

Art Unit: 2145 

Regarding claims 14-15 and 22-23, Soirinsuo et al. and Conta et al. teach all of the 
limitations as described above except for: 

The method as defined in claim 1 or the system of claim 1 7 wherein information from 
the upper-layer header is cached and the method as defined in claim 14 or the system 
of claim 22 wherein the cached information includes protocol and source and 
destination port identification. The general concept of caching upper layer header 
information including protocol and source and destination port identification is well 
known in the art as illustrated by Zenchelsky et al. Zenchelsky et al. teaches a system 
using a packet cache that caches a 5 tuple (column 4, lines 45-53, where a 5 tuple 
consists of protocol and source and destination ports as seen in column 1, lines 26-30). 
It would have been obvious to one of ordinary skill in the art at the time of invention to 
modify Soirinsuo et al. and Conta et al. with caching upper layer header information as 
taught by Zenchelsky et al. in order to reduce processing of similar packets as noted in 
Zenchelsky et al.'s disclosure in column 4, lines 9-1 1 . 

Conclusion 

5. The prior art made of record and not relied upon is considered pertinent to 
applicant's disclosure. 

"Design of Multi-field Ipv6 Packet Classifiers Using Ternary CAMs" (Huang et al.) 
describes a hardware approach to Ipv6 packet classification. 
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Hughes et al. (US 5,842,040) describes a packet cache system for streaming 
protocol data units. 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Adam S. Weintrop whose telephone number is 571-270- 
1604. The examiner can normally be reached on Monday through Friday 7:30am- 
5:00pm. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Jason Cardone can be reached on 571-272-3933. The fax phone number 
for the organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 
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